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Photocell Sensor
with 1/2” 

mounting threads
(locate sensor

within 5000 feet
of Photocell

Control Module)
ON/OFF

Lighting Level
Rotary Switches

Red
Blue
Black

#18 AWG Sensor Input Application Selection Jumpers

SPDT Dry Contact
for general use –
Caution:1.5A @ 30VDC
Max. current. Class 2
low voltage only

ILC Lighting Controller
interface

Power input
terminal

12 VAC/ +12 VDC
COM

Selected Switch Input 
terminal of LightMaster
Lighting controller 
(program input as
Maintained ON/OFF)ON

COM

#18 AWG (max.
distance 5000 ft.)

Photocell Controller Installation

INTELLIGENT LIGHTING CONTROLS, INC.
5229 Edina Industrial Boulevard
Minneapolis. Minnesota  55439
Phone 952 829 1900
FAX 952 829 1901
www.ilc-usa.com

Energy Saving Lighting Controls
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Indoor Range
0-100 fc

0=0
1=.1
2=.5
3=1
4=2
5=4
6=10
7=25
8=60
9=100

Outdoor Range
0-1000 fc

0=0
1=.5
2=1
3=3
4=10
5=25
6=75
7=175
8=100
9=1000

NOTE: Photo Sensor 
controllor board typically
mounted in low voltage 
side of controller panel

Switch Input terminals

LightMaster 16 Controller

ON and OFF Set Point Selectors

Photocell Controller (Outdoor Head shown, Indoor similar)

Typical Outdoor Setting:
ON Setting
OFF Setting

Incoming wires from Photocell
Controller may land on any
available input terminals. 
Input from Photocell 
Controller is programmed 
as a maintained ON/OFF
switch type, and will work 
in conjunction with internal
time clocks.


