Hubbell® Momentary Switch Details
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Hubbell Single Pole, Double Throw Swifch
Cat. No. HBL1556, HBL1557

General Information

e Sinygle Pole Generul Purpose AC Switch

e Toyyle SPDT Center-OFF Momentury

e 15 (HBL1556) or 20 Amp (HBL15657), 120/277 VAC

e |Industrial Grade

e Color: Brown

e Groundiny, buck & side wired

e Thermoset top (yruy) und buse (color
coded by umperuye)

o Nickel pluted steel strap

o Limited 10 yeur wurranty

e UL/CSA

Line Voltage Characteristics

e Contucts: lurye silver cadmium-oxide for
lony life, prevent sticking, welding and
excessive pitting, bruss contuct urm

e Terminution: clump-type terminals uccept up to
#10 CU wire, buck terminution dlso

Physical:

e Mounfts in stftundurd one yuny box

e Operutes in uny position

Electrical:

e 120/277 VAC

o Muximum Amp: 12 (1256), 16 (1257)

e Motor Louds
HBL1556: 1/2 HP - 120V, 1.5HP - 208V,
2HP - 240V-277V
HBL1557: 1 HP - 120V, 2HP - 208V-277V

e Fluorescent, tunysten und resistive louds:
full rated current capacity

Operating Environment:

e Locution Interior Spuce
e Operutiny -40° to 75° C
Temperuture
e Relutive 10% to 95% Non-condensing
Humidity
o Atmosphere Non-explosive, Non-corrosive
Flummubility rated UL 94 V2
o Vibrution Stationary application

NEMA Level A
Testing and Code Compliance:
e UL listed UL20
e CSA Certified
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